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FinalPrepesed Amendments of 310 CMR 7.00: Air Pollution ControlRegulations and
310 CMR 7.15: Asbestos

1. Delete the following definitions from 310 CMR 7.00:

ADEQUATELY WET means fixing or coating with water or water to efha surfactant has
been added, or with a remover-encapsulant, so@®tent a friable condition and visible
emissions.

ASBESTOSmeans all asbestiform varieties of the mineralifiaoalled silicates including:
serpentinite (chrysotile), riebeckite (crocidoljteymmingtonite-grunerite-(atmosite),
anthophyllite, and actinolite-tremolite.

ASBESTOS-CONTAINING MATERIALmeans friable asbestos and any material containing
1% or more asbestos by area as determined by eatabpusing USEPA approved methods.
This term includes but is not limited to sprayedamal troweled-on materials applied to ceilings,
walls, and ceilings, walls, and other surfacesjlatson on pipes, boilers, tanks, ducts, and other
equipment, structural and non-structural membé#es, shingles or asbestos-containing paper.

ASBESTOS-CONTAINING WASTE MATERIALmeans any friablaCMasbestosontaining

materialremoved during a demolition/renovation project angithing contaminated in the

course of a demolition/renovation project includagipestos waste from control devices, bags or
containers that previously contained asbestosacainated clothing, materials used to enclose
the work area during the demolition/renovation agien, and demolition/renovation debris.

FRIABLE means material that can be crumbled, pulverizegduced to powder when dry, by
hand pressure.

FRIABLE ASBESTOS-CONTAINING MATERIALmeans any dry material containing 1% or
more asbestos by area, as determined by a labpratiog USEPA approved methods, that hand
pressure can crumble, pulverize, or reduce to powde
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2. Amend the following definitions in 310 CMR 7.00:

FACILITY means any installation or establishment and astsatequipment, located on the
same, adjacent or contiguous property, capablencfstons.

DEMOLITIONemselition or /RENOVATIONenevation—Forthe-purpese-of310-CMR 715,

meang unless otherwise specifieally operation which involves the wrecking, takma,
removal, stripping, or altering in any way (incladirepairing, restoring, drilling, cutting,
sanding, sawing, scratching, scraping, or diggmg)ior construction of one or more facility
components or facility component insulation. Tleistt includes load and nonload supporting
structural members of a facility.

FACILITY COMPONENT means any part of a facility, including, but natited to, any
equipment, pipe, duct, boiler, tank, turbine, fumabuilding materiainsulation, load
supporting and nonload supportisigucturalmemberor non-structural member at the facility.

NATIONAL EMISSION STANDARDS FOR HAZARDOUS AIR POLLUANTS

(NESHAPS) means those standards adopted biyRA¢&).S--Environmental-Protection-Agency
and contained in the CFR Title 40, Part 61 afslafe of promulgation].

OWNER/OPERATORMeans any person, any department or instrumentdlithe federal
government, or any public or private group whichhas legal title, alone or with others, of a
facility, or-b) has the care, charge, or control of a facility.

PERSON-means any individual, public or private partnershgsociation, firm, syndicate,
company, trust, corporation, department or instmsaléy of the federal or state government,
political subdivision of the commonwealth, authgrivtureau, agency, law enforcement agency,
fire fighting agency, or any other entity recogmiz®y law as the subject of rights and duties.

7.15: U Asbestos

(1) Definitions

The definitions set forth at 310 CMR 7.00 applBi® CMR 7.15 unless otherwise defined in
310 CMR 7.15(1). The following words and phradesishave the following meanings as they
appear in 310 CMR 7.15. If aterm is defined botB10 CMR 7.00 and in 310 CMR 7.15(1),
then the definition in 310 CMR 7.15(1) applies parrposes of 310 CMR.15
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ADEQUATELY WET or ADEQUATELY WETTED means fixing or coating with water (or
water to which a surfactant has been added), ardemdeer orvith-a remover-encapsulant, so
as to prevent a friable condition and visible eroiss. Material shall be considered adequately
wetted where it has been fixed or coated with w@tewater to which a surfactant has been
added), amended water or a remover-encapsulaas oprevent a friable condition and visible
emissions.

AHERA -means the Asbestos Hazard Emergency ResponsebAdtSIC. 264&t seq., and the
regulations promulgated thereunder, including 4R Grart 763.

Amended-WateAMENDED WATER —means water to which a wetting agent has been added

AsbestoASBESTOS-meangheall asbestiform varieties of serpentinite (chrysotiteheckite
(crocidolite), cummingtonite-grunerite-(amosite)tteophyllite,anrd-actinoliteandtremolite, and
any other asbestiform minerals designated as asbkgt/SEPA in 40 CFR 61.141

Asbestos-Abatement ActivitkSBESTOS ABATEMENT ACTIVITY —meansany-activity
which-ineludethe removal, encapsulation, demolition, renovatenclosure, repair, disturbance,
handling, transportation, storage, or disposalsifestosasbestos-containing materiaf
asbestos-containing waste materglany other activity involving asbestos-contagnimaterial

or asbestos-containing waste material that hapdtential to result in a condition of air
pollution. This definition does not mclude surveampllnq analv5|s monltorlnq or visual
inspection activitiesand-any ;

andmonitoring

Asbestos-Analytical ServicdsSSBESTOS ANALYTICAL SERVICES-means services

provided by a person certified by the Commonweplltisuant to 453 CMR 6.08 which include,
but are not limited to, the counting or enumerabbasbestos fibers in the air (air monitoring
analysis) and the identification and quantificatofrasbestos in materials (bulk sample analysis)
in connection with any asbestos hazard assessfaelttity inventory, exposure measurement,
abatement activity or associated activity.

ASBESTOS-CONTAINING MATERIALAsbestesContaining-Matdal (FACM™) -—means any
material containing 1% or more asbestos as detedhby a laboratory usingSERA-approved
methodgrotocols set forth in the “Method for the Deteration of Asbestos in Bulk Building
Materials” found in EPA report EPA/600/R-93/116 amother method as directed by the
Department This term includesbut is not limited tpsprayed-on and troweled-on materials
applied to ceilings, walls, and other surfacessulation on pipes, boilers, tanks, ducts, amgiot
equipment, structural and non-structural mempbétss;; asphalt roofing or siding materiatsr
asbestos-containing paper.

AsbestosCentaining- Waste-MateASBESTOS-CONTAINING WASTE MATERIAL
(*ACWM™)— means anACMasbestosontainingmaterialremoved during a demolitiéor

renovation project and anything contaminateth asbestom the course of a demolitiér
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renovation project includindput not limited tgo asbestos waste from control devices, bags or
containers that previously contained asbestosacainated clothing, materials used to enclose
the work area during the demolitioor renovation operation, and demolitiaar renovation
debris. This definition shall also includ&CM asbestesontaining-mateal on and/or in facility
components that are inoperable or have been takeof service and anfCMasbestos
containing-materiathat is damaged or deteriorated to the point wheseno longers-attached
as originally applie@négbr is no longers-serving the intended purpose for which it was
originally installed.

Asbestos ContractASBESTOS CONTRACTOR-means any person who has a valid license
issued by the Commonwealth pursuant to 453 CMR f0the purpose of entering into or
engaging in asbestos abatement activity.

AsbestosthspectASBESTOS INSPECTOR-means any person certified by the
Commonwealth pursuant to 453 CMR 6. 07 Who |dersi,|fassesses the condltlon of or coIIects
pre-abatemergamples oACMas :
seseseenle o musnlodjes

AsbestosPrejectMontAISBESTOS PROJECT MONITORmeans any person certified by

the Commonwealth pursuant to 453 CMR 6.07 who:

() Collects air and bulk samples and performsalisispection$or the purpose of determining
asbestos project completion;

(b) Collects environmental asbestos air sampleth®opurpose of assessing present or future
potential for exposure to airborne asbestos; or

(c) Functions as the on-site representative ofdb#ity owner or other persons by overseeing
the activities of the asbestos contractor.

AsbestodnspectionReperASBESTOS SURVEY REPORTmeans a written report resulting

from a thorough inspection usitgSEPA approved procedures and methods, or an aleernat
asbestos inspection method that has receivedritten approval from the Department, to
determine whether materials or structures to b&edon, renovated, removed or demolished
(including materials on the outside of structur@s)tain asbestos.

BultkLtoadindBULK LOADING —means the placement of unconfile@WMasbestos

containing-waste-material a vehicle or container, such as a roll-off, ghster or truck in lieu of
packaging thACWM asbestosontaining-waste-material individual leak tight containers.
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ContainerizeCONTAINERIZE —means to place into sealed containers which walent
leakage of solids, including dust, and liquids.

DEMOLITION, for the purposes of 310 CMR 7.15, meéms wrecking or taking out of any
load-supporting structural member of a facilityetdwer with any related handling operations or
the intentional burning of any facility.

Disturbance--DISTURBANCE means a physical disruption of the matrix offdliM asbestes

contaning-materialvhich predisposes the material to release fibets generate asbestos-
containing dust or debris.

Bumping Groun®UMPING GROUND,—Ffor the purpose of 310 CMR 7.15, means a facility
or place used for the disposalAf WM asbestosontaining-waste-materifiom one or more

sources which is not established or maintainedyauntsto a valid site assignmestandpermit
in accordance with M.G.L. c. 111, § 150A, 310 CM&R(OD or 310 CMR 19.000.

EMERGENCY RENOVATION OPERATION means a renovatiggemtion that was not

planned but results from a sudden, unexpected ¢lantif not immediately attended to,
presents a safety or public health hazard, is sacg$o protect equipment from damage, or is
necessary to avoid imposing an unreasonable finBbarden. This term includes operations
necessitated by nonroutine failures of equipment.

Encapsulatior ENCAPSULATION means the application of a coating or liquid setaia
ACMasbhestesontaining-materiao reduce the tendency of the material to reléibses.

Enclosure- ENCLOSUREmMeans the covering or wrapping of friaBlEMasbestosontaining
materialin, under or behind air-tight barriers.
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Faetity—FACILITY means any dumping ground, or any installatiomcstire, buildingsr

establishmentr ship,and associated equipmgeltcated-on-the-sameadiacentontiguous
property

Friable--FRIABLE means material that, when dry, can be crumbleaitesied, pulverized or
reduced to powdeﬁhendwby hand pressum—meehame&Lmeanssue#as—buﬁqet—hﬂmed to,

Friable-AsbesteSontaining-MateridfRIABLE ASBESTOS-CONTAINING MATERIAL
(ERIABLEF+able ACM) -—means anACM asbestosontaining-materialthat, when dry, can be

crumbled, shattered, pulverized or reduced to powgédnand pressure any non-friable
ACMasbestos-containing-materthat has been subjected to sanding, grindingncutbr
abrading or has been crumbled, shattered or pakegbymechanical means such as, but not
limited to, the use of excavators, bulldozers, lyesyuipment, or power and/or hand tools.

Gleve Bag-GLOVE BAG means a manufactured plastic bag-type of enclogitihebuilt-in
gloves, which is placed with an air-tight seal amda facility component which permits

ACMasbhestesontaining-materain or on the facility component to be removed with
releasing asbestos fibers into the atmosphere.

HEPA Filtratioh—FILTRATION means high efficiency particulate air filtratioapable of
filtering 0.3 micron particles with 99.97% efficien

OperationandNCIDENTAL Maintenrance ProjectorWorHMAINTENANCE PROJECT OR

WORK means any asbestos abatement activity conductettaordance with the applicable

work practicestandardsset forth in 310 CMR 7.15 and which involves thmoval or

disturbance of:

(a) 100 square feet or less of asbestos-contaflungtile;-sheet-floercoveringandrelated
asbestos-containing mastiesd/or

-(b) 32 square feet or less of asbestos-containypgugn wallboard and/or joint compound.
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LeakTight—LEAK-TIGHT means a condition under which solids, includingtdand liquids
cannot escape or spill oat a container

Non-Friable-NON-FRIABLE- means material that, when dry, cannot be crumisleakttered,

pulvenzed or reduced to powder by hand prese&reeehameaLmeansuebras—leu{—net—lmd

Nen-Friable-AsbestoSontaining-MateridlON-FRIABLE ASBESTOS-CONTAINING
MATERIAL (NenFrableNON-FRIABLE ACM) —means anACMasbestosontaining
materialthat, when dry, cannot be crumbled, shatteredigpizied or reduced to powder by hand
pressurand that has not been subjected to sanding, gdndirting, or abrading and has not
been crumbled, shattered, or pulverizedgbsnechanical means such as, but not limited to, the
use of excavators, bulldozers, heavy equipmergpaerandbr hand tools.

OSHA —means the Occupational Safety and Health Administraf the United States
Department of Labor.

OwnerOeceupiedSingleFamily ResidenceOWNER-OCCUPIED, SINGLE-FAMILY
RESIDENCEmeans any single unit building containing spacaises such as living, sleeping,
preparation of food, and eating that is used bygle family which owns the property both prior
to and after renovation or demolition. This termaludes houses, mobile homes, trailers,
detached garages, houseboats, and houses withteimie-law apartment” or “guest room”.
This term does not include rental property, mugtifamily buildings, mixed use
commercial/residential buildings or structures uiedire training exercises.

Owner/Operator-OWNER/OPERATORmMeans any person who:

(a) has legal title, alone or with others, of alfgcior dumping ground;

(b) has the care, charge, or control of a facilitgemping ground, or

(c) has control of aasbestos abatement activity, including but nottéochto contractors and
subcontractors.

RENOVATION, for the purposes of 310 CMR 7.15, mealtering a facility or one or more
facility components in any way, including the ghiipy or removal of ACM from a facility
component. Operations in which load-supportingcstmal members are wrecked or taken out
are “demolitions”.

Sampling-SAMPLING means the process of obtainiagpresentativportions of materials
suspected of containing asbestos, including thedgadf bulk portions of materials for analysis
to determine composition, and the collection offairthe purposes of measuring the presence of
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asbestos.

SurverxSURVEY Iaspection- means anpre-demolition or pre-renovatiactivity undertaken at
a facility for the purpose of determining the prese location and/or condition of
ACMasbestosontaining-materabr material assumed to contain asbestos, whetheisbal or
physical examination, or by the collection of saaspdf such material. This term includes
record keeping performed in connection with sudiea®s inspection activities and re-
inspection of friable and non-friablECM asbestosontaining-materiathat has been previously
identified, but does not include the following:

(a) Periodic surveillance of the type described0rnCFR Part 763.92(b) solely for the purpose
of recording or reporting a change in the conditbknown or assumefiCMasbestos
e ]

(b) Inspections performed by employees or agefsderal, state or local government solely
for the purpose of determining compliance with &glile statutesr regulations

(c) Visual inspections of the type described inGHR Part 763.90(i) that are conducted solely
for the purpose of determining completion of asbesésponse actionss

(d) Sampling conducted by an employer or his erdgent immediately in advance of a work
operation that would disturb a material of unknaghestos content, where the sole purpose
of the sampling is to determine potential workeoocupant exposure to asbestos; or

(e) Inspections conducted for the purpose of compliante AHERA.

Suspect-AsbestdSontaining-Material SUSPECT ASBESTOS-CONTAINING MATERIAL
meansemmereialproducts that have a reasonable likelihood of ¢oimg asbestos based upon
their appearance, composition and use. This tedndes, but is not limited te-non-
fiberglass insulation (e.g. pipe, boiler, duct waetc.), cement/transite shingles, vinyl floor and
wall tiles, vinyl sheet flooring, plaster, cemerarisite pipes, cement sheets (corrugated and
decorative), ceiling tiles, cloth vibration dampersductwork, spray-on fire proofing, mastic
(flooring or cove base adhesive or damp proofiagyl asphalt roofing or siding materials
(shingles, roofing felts, tars, etc.).

Visible Debrid/ISIBLE DEBRIS— means any visually detectable particulate resigueh as
dust, dirt or other extraneous material which magnay not contain asbestos.

WASTE SHIPMENT RECORBV/aste-ShipmentRecordmeans the shipping document,
required to be originated and signed bydlager/operatarereratgrused to track and

substantiate the disposition ACWM asbestosontaining-waste-material

WORK AREA means the area or location where any asbestosnabat activity or
incidentabperations-anthaintenance work is being performed, includingrmttlimited to:
areas used for accessing the location where asbasédement, asbestos-associated project work
or incidentabperations-and-mainrtenana®rk is being performed; areas used for the swdg
equipment or removed materiatdated to asbestos abatement actiatdsuechother areas of a
facility or locationthatin whichthe Department determindsat such asbestos abatement activity
has been or mavg»bean actual or Dotentlal cause of a condltlon obalrutloma%a#eleuyte%he

Ay Bislia work
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Woerk Practic§VORK PRACTICE STANDARDS — means the standards, procedures or actions
for the removal, enclosure or encapsulation of sisise or for the demolition, renovation,
mamtenance or repalr of faC|I|t|es contalnlng am;be Im%mals&meludes&heﬂnmmum

Working BayWORKING DAYs— means any day that the Massachusetts Department of

Environmental Protection is open for business.

(2) Applicability ; Xois

(a) 310 CMR 7.15 applles to any persons enqaqed |rsu13babatement act|V|t|es or assouated
activities or actions set forth in 310 CMR 7.15@)d to activities associated with such
asbestos abatement activities, including, butinotdd to, notifications, surveys, visual
inspections, and recordkeeping.

(b) Nothing in 310 CMR 7.15 shall relieve any persamfrcomplying with all other applicable
federal, state and local laws and requlationsuitiolg, but not limited to, 42 U.S.C.A. §
7412 (the Clean Air Actand 40 CFR, Part 61, Subpart M (the Asbestos Natiémission
Standard for Hazardous Air Pollutants); and M.@.1149, 886A-6F (statutes authorizing
the Department of Labor Standards to regulate ésbeand 453 CMR 6.00 (Department of
Labor Standards’ asbestos regulations).

(3) Prohibitions
(a) No person shall
1. Vviolate or cause, suffer, allow or permit a persowiblate anyrequirementegulation
set forth in 310 CMR 7.150r
2. Ceause, suffer, allow, or permit any asbestos abateastivity which causes or
contributes to a condition of air pollutipar
1.3.Cause, suffer, allow, or permit any asbestoseaent activitywhich poses an actual or
potential threat to human health, safety and weléarto the environmenfNOTEFO

| ol b he

e
(b) No person shall prevent acces\OM asbestosontaining-materiaior subsequent removal.
(c) No person shall spra)CMasbestosontaining-matertabn any facility or facility
componentihlo = BEVIEVEDR S en e o Lo s poe oo conpnn b

Soo e TR
(d) No person shall apply an encapsulant to severehadad or deterioratefiCMasbestes
S o
(e) No person shall install or reinstall asbestmstaining insulating material on a facility or
facility component or install or reinstall a fatjflicomponent that contains asbestos-

containing insulating materight O TETO-REVAEWERS - —language-similar-to-this
s o s b e o0 D e T Bl e

() No person shall abandon or leave inoperablgbr out-of-service asbestos-containing
facility components that are not in compliance V@il CMR 7.15(3)(gpelowand are
located above grourshdbr have been exposed by excavation on site.
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(g) Except as otherwise permitted by 310 CMR 7.15, ersqn shall fail to maintain
ACMasbestosontainingateriain a facility in good conditiorgs-eriginaly-apphed@and
serving the intended purpose for which it was oagjy installed.

(h) No person shall make, or cause any other persorake, any false, inaccurate, incomplete
or misleading statement(s) in any notification 0y ather record or report submitted to or

| required by the Department pursuanBi®-CMR-7.09-6B810 CMR 7.15. Each
owner/operator of a facility subject to any asbgstbatement activity shall notify the
| Department in writing immediatelyperbut in no event more than 24 hours after the

discovery of any false, inaccurate, incomplete mieading statement(s) in any such
notification or other record or report submittecbtaequired by the Department pursuant to
310-CMR 70906810 CMR 7.15.

10
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exceptlon of the owner of an Owner Occupled Stidenily ReS|dence who performs asbestos
abatement activities at the owner’s residence inmglsolely non-friable ACM,he
owner/operator of a facility or facility componehat contains suspect ACM shall, prior to
conducting any demolitigror renovation, employ or engage an asbestos inspectboroughly
inspect the facility or facility component, or tieogarts thereof where the demolitian
renovation will occur, to identify the presencesdtion and quantity of anfkCM or suspect
ACMasbestesemmmngmateHadmd to prepare a written asbestmeetrersurveyreport

e 28 7-The
written asbestomspeeners yreport shall descrlbe the demolmorrenovatlon
operation to be undertaken and identify the typa®unts, condition and locations of all

ACMasbestogontaining-materalpresent. The written asbestespectionsurveyreport

shall also include the following:

1. The date(s) of thespectiorsurveyof the facility;

2. The printed name, business address, businegphtgle number, certification number and
signature of the asbestos inspector who condubteddpectiorsurveyand prepared the
report; and

3. A description of the manner used to determieestimpling locations.

(b) The written asbestasspectionsurveyreport shall also contain an inventory of the exact
locations of theraterialsACM or suspect ACMrom which samples were collected,
analytical results of all samples tak#me date(s) such samples were collected, the name(s

11
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of the persons who provided asbestos analyticalcesy, and a blueprint, site map, diagram
or written description of the facility areedocationgs) thereof subject to demoliticor
renovation This documentation shall clearly identify eagsbdtion subject to demolition
and/orrenovation and the corresponding footage (squatéafinear) of anyACM or

suspect ACMsbstoscontaining-materiain eacharedocation

(c) Any material-presumed-orassumed-teshspect ACMsbestosontaining-materiaheedthat
is notbesampled and tested for the presence of ashéstbsuch-material-shal-must be

handled and disposed of as if it were ACM and rbestientified asstehACM in the
asbestosispectionsurveyreport.

(d) The owner/operator of a facility or facility compant shall maintain a copy of the written
asbestosispectionsurveyreport available at the facility for review by submittal tahe
Department upon request at all times during thestsls abatement activities and shall
preserve and maintain such report at the facitityat least two years following the
completion of said activitiedf the facility is unstaffed ortin the event that the facility is
demolished, the owner/operator shall preserve aidtain the written asbestesspection
surveyreport at its regular place of business.

(5) Removal Requirements

The owner/operator of a facility or facility compant shall:

(a) Rremove and dispose of angbestosontaining-materiaACM and-any-presumed or
assumed-ACMin accordance with 310 CMR 7.15, prior to condugi@my demolitiorand/or
any/renovation theredNOTETO-REVIEWERS-—language-similar-to-this plovision-is
currently in 310 CMR 7.15(1)(¢)1.] and

(b) Rremove or encapsulate any friable AGMd-any-presumed-erassumed-AQidt has been

or will be exposedr createdas a result of any demolitioor renovation, in accordance with
310 CMR 7.15%7).

4)(6) Notification Requirements. [NOTFETO-REVAEWERS —neotificationregquirements
are currently in 310 CMR 7.15(1)(h).]

Unless specifically exempted under the provisidn$i®-CMR-7-15(4}e)j310 CMR

TASEE) () e e L s e e e e e )

CMR-715(143)b), or if notification is being made under the termhsn approved facility

blanket notification pursuant to 310 CMR 7.2&)(b])8, the owner/operator of a facility or

facility component shall notify the Department aidain Department authorization prior to
conducting any asbestos abatement actjwty follows:

(a) Each owner/operator shall ensure that a fully cetepl asbestos notification form, including
any applicable fee, is received by the Departmelgast te{20)working days prior to the
commencement of the asbestos abatement agctivity

(b) An asbestos notification form shall be deemed deckelpy the Department unless the person
submitting said asbestos notification form is netfin writing by the Department of
deficiencies in the asbestos notification form witten calendar days of the Department’s
receipt of-said form;

(c) The Department’s acceptance of said asbestosaatifn form shall constitute the
Department’s authorization for the asbestos abateawtivity described in the asbestos
notification form to be conducted in compliancehnat| applicable provisions of 310 CMR
7.15;

12
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| (aXd) The start date on the asbestos notification fgall encompass the time required for set-
up of the area where such asbestos abatementyaetilfioccur, including any pre-cleaning
and mstallatlon of polyethylene sheetlng requbycBlO CMR 7. 132)(b) and

thg-days

(e) Notification shall be made only by use of the Dép&nt approved asbestos notification
form-, and shall include all required information, be@opanied by the applicable fee, and
be legible. An incomplete or illegible notificatidorm will not be accepted and any asbestos
abatement activity described therein will not berded authorized by the Department or in
compliance with 310 CMR 7.15.

{e)(f) _Notification Exemptions. The following activitieshall not be subject to the notification

reqwrements of 310 CMR 7. 15(6)(a) -(e):

1. Notification Exemption for Exterior Asbestos-Comiaig Cementitious Shingles, Sidings
and PanelsThe removal or disturbance of 100 square fedtss of exterior asbestos-

containing cementitious shingles, sidings and maskhbl-net-be-subjdedo-the

netificationreguirements-of-this-sectiprovided that the applicable requirements of 310
CMR 7.15¢:312) are met.

2. Notification Exemption for Asbestdasperations-anthcidentalMaintenance Projects
Work: The removal or disturbance of asbestos-contaithoag tile, sheet-floor-coverings
and asbestos mastics or asbestos-containing gwvallboard/joint compound systems
shallnetbe-subjectto-the-notificationrequireinart-this-sectioprovided that the
applicable requirements of 310 CMR 7 4&(3) are met.

3. Notification Exemption for Owner of Owner-Occagj Single-Family Residence: The
owner of an OwnerOccupied, Single-Family Residence who performs stelse
abatement activities at the owner’s residence inmglsolely non-friable ACM; provided
that the abatement activity does not cause thefnmsie ACM to become friable ACM
and provided that the asbestos abatement activitgti required to be conducted by a
Licensed Contractor pursuant to 453 CMR 6.00. €Remption does not apply to the
removal or disturbance of greater than 100 squeeeedf exterior asbestos-containing
cementitious shingles, siding and panels.

(g) Notification Revision Procedured\otification date changes shall be made asvialo
: ificati S:

1. The original start date on a notification form thas been submitted to and accepted by
the Department in compliance with 310 CMR 7.15(73@d (b) may be revised (i.e.
moved forward or postponed), and asbestos abateangvity may start on said revised
date provided that a revised notification formeseaived and accepted by the Department

13
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at least 10 working days prior to the new starédat the asbestos abatement activity and
provided that the revision is properly submitteéia accepted by the Department prior
to the start date for the asbestos abatementtgdisted on the original notification

form.

2. If the asbestos abatement activity will end eathan the end date listed on the original
notification form, the Department must receive\d@sed notification form identifying the
change no later than 24-hours prior to the revesetidate for the activity.

3. The asbestos abatement activity end date setifottie original notification form may be
extended to allow additional time to complete theci#fic asbestos abatement activity
identified on the original notification. In suchsess, the person who submitted the
original notification form shall revise the originaotification form and specify a new end
date provided that the end date specified in tiggral notification form has not passed.

4. If asbestos abatement activities are not continaodswill occur at intermittent times
within the notified asbestos abatement work peidedtified on the notification form,
the person who submitted the original notificatstrall inform the applicable Department
regional office in writing, via fax, email or haelivery, of the specific dates and times
when the asbestos abatement activities will suspaddesume. The person who
submitted the original notification form shall prde the Department with such notice a
maximum oftwenty-four@4) hours following suspension of work and a minimuim o
twenty-four-24) hours prior to resuming asbestos abatement aesvit

(h) Multiple Building Abatements- Separate notification forms shall be submittedrtd
accepted by the Department at least ten working dagdvance of any asbestos abatement
activity for each building and/or structure in winiasbestos abatement activities will occur.

(i) Waiver of the Advance Notification Period

1. The Department may apprq\e its sole dlscretlora Walver of the ten Worklng day
advance notification periog
un#emseeabl&eweumsteesﬂa&deteﬂmned%y%he@epaﬁmender the foIIowmg
circumstances and situations:

a. demolition of a facility under an order of a statdocal government agency issued
because the facility is structurally unsound andanger of imminent collapse; or
b. an emergency renovation operation

2. Requests for approval of an advance notificatioiverashall be made to the applicable
Department regional office.

| 3. When approved by the Department, the waiver sipgllysonly to the tert0)working

day advance notification period. All other requiests of 310 CMR 7.15 shall continue
to fully apply to asbestos abatement activitiesbich such notification waiver has been
approved.

4. If the Department approves such a waiver, the pemsceiving the waiver shall provide
notification regarding all asbestos abatement gietsvto the Department on the
Department approved asbestos notification apprioval (ANF 001) within 24-hours of
commencement of the asbestos abatement activitesding set-up or on-site
preparation activities.

(]) Facility Blanket Notification
An owner/operator may apply to the Department fipraval ofa blanket notification for

operations-anthcidentalmaintenance projects workinvolving ACMasbestosontaining
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| materialsand/or large scale asbestos abatement projettwithbe conducted at said facility
over a twelve month period.

1. Blanket notification applications shall be subrdtten Department approved forms, shall
include all required information and any additioimdbrmation requested by the
Department, shall be accompanied by the appropgeateand shall be legible.

| 2. Blanket notification approvals may be granted fpeaod not to exceetlbwelve
months at the Department’s discretion and whentgdatine terms of the approval shall
be facility specific.

3. The Department’s receipt and acceptance of a biardtdication application shall not
constitute approval thereof. The Department wslie a written approval or denial of the

| application-

(_)_Specmc Asbestos Abatement Work PracUcStandardsRequ#ements{-N@fFH@

exempted Und@%@—@M—R—?—]ﬁg}(&)—pFG%lGHS—fGFHGFHe@NH@$O CMR 7.15(09)
Requirements for Asbestos Glovebag OperationsCMB 7.15¢110) Requirements for the

Removal of Asbestos-Containing Asphaltic Roofind &iding Materials; 310 CMR 7.15711)

Requirements for Window Painting and/or Repair Wbt Result in the Disturbance of

| Asbestos-Containing Glazing and Caulking Compou8d§; CMR 7.15(312) Requirements for

Exterior Asbestos-Containing Cementitious Shingidings and Panels; or 310 CMR

7.15@413) Work Practice Requirements for Asbestizserations-anthcidentalMaintenance

Projects, the owner/operator of a facility or facility cooent where any asbestos abatement

activity is conducted shall ensure that the wodcfice standards listed below are followed.

(a) No Visible Emissions. No visible emissions shalldigcharged to the outside air during the
collection, processing, packaging, or transportihgny ACM or ACWM.

(b) Required Use oficensedAsbestos Contractor€EExcept as allowed by 453 CMR 6.14(1)(a),
only asbestos contractors licensed pursuant tadCMR 6.00 shall carry out asbestos
abatement activities.

(c) Work Area Preparatlon Requiremetdsprevent emissions to the amblent air

1. Shutdown of HVAC SvstemsThe faC|I|ty heating, ventllatlon and air-conditing

(HVAC) systems in the work area shall be shut ddecked out and isolated.

| 2. Removal of Moveable ObjectsAll moveable objects shall be removed from thekwvo
area prior to commencement of asbestos abatemekt Wems to be reused which may
have been contaminated with asbestos shall be ttenorated by HEPA vacuuming or
wet cleaning prior to their being removed from wark area.
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| 3

Covering of Non-Moveable Object\ll non-moveable or fixed objects remaining withi

the work area shall be wrapped or covered witmslxhick (minimum) plastic sheeting
and completely sealed with duct tape or the egeital
Isolation of Work Area.Prior to the commencement of any asbestos abateantvity, the

‘4.

work area shall be isolated in accordance withrélggirements of 310 CMR 7.15(7)(c)4. to
prevent emissions to the ambient alihe work area shall be isolated by sealing all
openings, including but not limited to, windows od®, ventilation openings, drains,
grills, and grates with six mil thick (minimum) gléc sheeting and duct tape or the
equivalent. For asbestos abatement activitieseefat 310 CMR 7.15(1), large
openings such as open doorways, elevator doorasshgeways shall be first sealed
with solid construction materials, such as plywoweér studding, which shall constitute
the outermost boundary of the asbestos work akflacracks, seams and openings in
such solid construction materials shall be cauliedtherwise sealed, so as to prevent
the movement of asbestos fibers out of the wor&.are

Covering of FloorCeilingand Wall SurfacesExcept astowed-by-453-CMR

6.

6-14(4)a)(8)athrough tisted in 310 CMR 7.15(7)(c)®.-c, floor-celing and wall

surfaces shall be covered with plastic sheetinljjséams and joints shall be sealed with
duct tape or the equivalent. Floor covering sbatisist of at least two layers of six mil
thick plastic sheeting, with the edges up-turnedaer at least the bottom 12 inches of

the adjoining wall(s) Celling-covering-shall-consist-ef-a-mintmum-of tegers-of-fodr
mit-thickplastic sheetingVall covering shall consist of a minimum of two éay of four

mil thick plastic sheeting. Wall covering shaltexd from ceiling to floor and overlap
the up-turned floor coverings without protrudingmthe floor. Duct tape or the
equivalent shall be used to seal the seams inl#istigosheeting at the wall-to-floor
joints.

a. Exception to Covering Requirement Where Surfacesifpervious.Compliance
with 453-CMR-6-14(4}a)310 CMR 7.15 (7)(c)Ss not required where floors and
walls are covered by ceramic tile or other impeugimaterials that are free from
holes, drains, cracks, fissures or other openingsahich may be thoroughly
decontaminated by washing at the conclusion ofvtiéx, provided that such action
does not result in the passage of asbestos filmrsthe work area.

b. Exception to Covering Requirement for Abatemenf&as. Compliance witl810
CMR 7.15(7)(c)5453-EMR-6-14{4){a)& not required for those floor, ceiling and
wall surfaces from which asbestos coverings areveoh

c. Exception to Walbnd-CeilingSurface Covering Requirement Where Glovebags are
Used. Covering of wallkrdeeiling-surfacess optional for asbestos abatement
activities where glovebags are used as the solasr@faemoval or repair, provided
that the work area is isolated in accordance @ith CMR 7.15(7)(c)453-CMR
6-H4{4ya){#) that all moveable objects in the work area angore=d in accordance
with 310 CMR 7.15&7)(bc)42, that immoveable objects remaining in the worlaare
are covered in accordance with 310 CMR 7IXfc)53, and that all other relevant
requirements of 310 CMR 7.15()(bc)-1 - 64 are met. Where glovebags are used,
the floor of the work area shall be covered withiaimum of one layer of six mil-
thick plastic sheeting.

Covering of Ceiling Surfaces. Ceiling surfasgthin the work area shall be covered

with a minimum of two layers of four mil thick plés sheeting or shall be cleaned and
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decontaminated by wet wiping and HEPA vacuuminadoordance with 310 CMR
7.15(7)(H4.
-(d) Equ|pmenDecontamlnatlorFaemWReqwrements

Eqwgmen{—DeeemammaHerNo equment suppllesr materlals (except properly
containerized waste material) shall be removed faomasbestos work area unless such
equipment, supplies or materials have been thotgwiganed and are free of asbestos debris.
Where decontamination is not feasible, such masesizall be wrapped in a minimum of two
layers of six-mil thick polyethylene sheeting with joints, seams and overlaps sealed with duct
tape or equivalent, or containerized in a metalstt or fiber drum with a locking lid. Said
wrapped equipment, supplies or materials shalabeléd as beingsbestos

contaminateACWM prior to removal from the work area. HEPA vacuwshall be emptied of
contents prior to removal from the work area. ffration devices shall have used pre-filters
removed and replaced with fresh filters prior tmoeal from the work area. Used HEPA filters
and pre-filters shall be disposed ofeabestosontaining-waste-materaACWM3.

(e) Requirements for Work Area Ventilation System.

1. A HEPA-filtered work area ventilation system sHadl used to maintain a reduced
atmospheric pressure of at least -0.02 column smof&vater pressure differential within
the contained work area.

2. The HEPA system shall be in operation at all tifnes the commencement of the
asbestos project until the requirements of 310 CMIS(98) {Clearance-Monitoring
Reguirementsyand-453-CMR-6-14(5)figve been met.

3. The ventilation equipment utilized shall be of stiént capacity to provide a minimum
of four air changes per hour and shall be equipp#ddan operatingudible-and-visdal
alarm system capable of indicatimaenthe unit isnotworking properly, and utilizing a
clean filter specified for that unit and capabldilbéring 0.3 micron particles with 99.97
% efficiency.

a. No later thaffthree years after effective date of requlationisthe operating alarm
system shall be an audible and visual alarm systgrable of indicating the unit is
working properly, and utilizing a clean filter sjiféed for that unit and capable of
filtering 0.3 micron particles with 99.97 % efficiey.
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4. The HEPA system units shall be operated in accaalaith Appendix J of EPA

Guidance Document EPA 560/5-85-02429-CFRPart-1926-1101{g}5)(i)

5. Make-up air entering the work area shall pass tjindhe HEPA system.
6. Exhaust air shall be HEPA-filtered before beingdarged outside of the work area.

a. Exhaust air tubes or ducts associated with the ok ventilation system shall be
free of leaks.

b. Whenever feasible, exhaust air shall be dischatgéuke outside of the building. If
access to the outside is not available, exhaustayrbe discharged to an area within
the building, but in no case shall exhaust airisetdrged into any occupied areas of
the building or into any areas of the building Wh(mntaln exposed or damaged
asbestos Lo Bec

7. Exceptlon to Work Area Ventllatlon System Requwemahere Glovebags are Used.
Compliance witi310 CMR 7.15(7)(&)53-SMR-6-14{4){c}s not required for asbestos
abatement activities where glovebags are usedeasoth means of abatement removal or
repair.

( Removal and Cleanup RequiremenBemoval of ACM from facility components shall be
conducted within the work area at the site of origs described iB10 CMR
7.15(7)(fpubsectiond.- 5. below.

1. Wetting of ACMsbestesContainingMaterial Prior to removal, all ACM shall be
thereughlyadequatelyetted with amended water. Amended water shalbaapplied
in amounts that will cause run-off or leakage & Water from the work area. Once
removed, ACM shall be kepidequatelyvet until and after it is placed into containers
pursuant tet53-EMR-6-14{4}{e}2-an810 CMR 7.1515).

2. Removal of £MsbesteContaining-MateriaBeing Removed As Units or in Sections.
Facility component(s), covered or coated with ACQMing removed as units or in
sections, shall be adequately wetted, carefullyelad to the floor level as units or
sections and abated within the work area.

‘ 3. Containerization ofAsbestosCentaining-Waste MaterlACWM. All asbestos
containing-waste-materAICWM and-al-debris-contaminated-with-asbeswithin the
work area shall be promptly cleaned up and plactxieak-tight containers as described

| in subsection810 CMR 7.15(7)(f)3&.- c. below. Containerized ACWM shall be
removed from the work area at least once per ahdtstored in secured, totally enclosed
vehicles or containers that are designed, constyeind operated to prevent spills, leaks,

‘ or emissions in accordance with 310 CMR 74836€), 310 CMR 7.15(716), and 310

CMR 7.15¢817).;
a. ACM and ACWM not containing components with ghatdges shall be containerized
| in two plastic bags (skmil minimum thickness each bag, one inside therpibrein
leak-proof metal, plastic or plastic lined drumshatocking lids.
b. ACM and ACWM with sharp-edge components shaltdretained in leak-proof
metal, plastic or plastic-lined drums with lockilds or plastic lined boxes.
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c. Large components removed intact shall be wrappadninimum of two layers of six
mil thick polyethylene sheeting with all joints asglams sealed with duct tape or
equivalent, and labeled as ACWM prior to removatrirthe contained work area.

4. Clean-up.Following an asbestos abatement activity, alt@onated surfaces within the
work area shall be decontaminated using HEPA vacuyior wet cleaning techniques.

All equipment and materials used and all surfaca® fwhich ACM has been removed

shall be decontaminated. An inch of soil shaltdraoved from dirt floors and disposed

of asasbestos-washC WM. Clean-up shall be to the level of no visible rieb

5. Removal of¥Work aAreabBarriers and¥\Work aAreavV entilationsSystems. The
conditions described issbsection810 CMR 7.15(7)(f)% —d-c. below shall be
maintained until such time as thiearance-menitoringsual inspectiomequirements of

310 CMR 7.1598) anrd-453-CMR-6-14{=re met:

all work area barriers remain in place;

b. work area ventllatron systems (if requrred) rama operatrona nd

c: all other work practlcaeqwremenfestandardsestabIlshed by 310 CMR 7. %}d—453
SMR-6-14(4)are met.

(8) Clearance-Menitoring-Visual Inspection Requirements

With the exception of the owner of an Owner-Occdpt&ingle-Family Residence who performs
asbestos abatement activities at the owner’s nesgdmvolving solely non-friable ACMin
addition to the specific asbestos abatement waktiwereguirementstandardset forth at 310
CMR 7.1587), upon completion of an asbestos abatement actthigygwner/operator shall
ensure that thiollowing elearance-monitoringisual inspectiomprocedures areguired
performedfor all asbestos abatement activitteseptthose-specified-in-310-CMR-73%E).
andshaliThe visual inspection shdle performed only by an asbestos project monitor.

(a) VisuaHnspectionsAn asbestos project monitor shall inspect all stegawithin the work

area for visible debris.
(b) Should any visible debris be found in the work areshall be repeatedly cleaned by the
asbestos contractor |n accordance with 310 CMR Gnerthere is no visible debrrs

| (9) Requirements for Asbestos Glovebag Operations
The owner/operator of a facility or facility compant where asbestos abatement activities
involving glovebag operations are conducted shedlee that the following requirements are
met:
(a) For activities that disturb friable ACM, no Mk emissions shall be discharged to the
outside air during the collection, processing, @apkg or transporting of any ACM or
ACWM.
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(b) Glovebags shall be used only on those facility comemts for which they are specifically
designed and they shall not be modified for usarmmnother type of facility component.

| Glovebags shall be constructedso--mil-_thick (minimum) plastic sheeting and be
seamless at the bottom.

(c) Glovebags shall be used only once and shall natdesd along the facility component from
where they are initially applied.

(d) Glovebags shall not be used to abate facility carepts hotter than 150 degrees Fahrenheit.

(e) The work area shall be isolated in accordance $#8thCMR-6.-14{4}{a)7anB8l0 CMR
7.15715)(c)5.c.and cleaned of visible debris by wet wiping or HBRicuuming prior to
installation of the glovebag.

(H Glovebags shall be installed so as to form angéiticovering around the facility components
on which they are to be used. Any friable ACMhe immediate area of glovebag
installation shall be wrapped and sealed in twedaypf six-mil thick plastic sheeting or
otherwise maintained intact prior to glovebag iligtan. Where points of attachment of the
glovebag are not airtight, they shall be renderdayat by wrapping with re-wettable
fiberglass cloth, or an equivalent material, ptmattaching the glovebag. All openings in
the glovebag shall be sealed against leakage withtdpe or the equivalent.

(g) ACM shall beadequatelyetted with amended water prior to its removal shdll be
maintained in a adequatelyvet condition inside the glovebag.

(h) Any ACM that has been exposed as a result of theetjlag operation shall be removed,
encapsulated or enclosed so as to prevent thegeakasbestos fibers prior to the removal
of the glovebag.

(i) All surfaces inside the glovebag from which ACM l&en removed and the upper portions
of the glovebag itself shall be cleaned free oiblesdebris prior to removal of the glovebag.

| () _Debris shall be isolated in the bottom of the gliag by twisting the bag so as to form a
closure in the middle. This closure shall thertdped around with duct tape or the
equivalent. Air in the glovebag shall be exhaustétd a HEPA vacuum cleaner prior to its
removal.

(k) Following removal from the facility component, thl®vebag and its contents shall be
containerized in accordance with3-CMR-6-14{4)(d)2-and sihosed-of-in-accordance-with
453 CMR-6-14{4){h)310 CMR 7.1%15) and 310 CMR 19.000.

| (10) Requirements for the Removal of Asbestos-Containingsphaltic Roofing and Siding
Materials

(a) If the requirements of 310 CMR 7.15@Gare followed, asbestos-containing asphaltic

roofing and siding may be disposed of in any ldhgérmitted by the Department to accept
solid waste pursuant to 310 CMR 19.000. If the sslsecontaining asphaltic roofing and
siding are not handled in accordance with thisigedr if the Department has determined
that asbestos fibers may be released during handémoval or disposal, then the materials
shall be disposed of in a landfill that has obtdiaespecial waste permit to accept asbestos
wastes or is managing such wastes in accordanbe3ivit CMR 19.061.

(b) Roof level heating and ventilation air intakes Ebalisolated by covering the intakes with
six6--mil thickness plastic sheeting prior to the stéthe removal work.
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(a)(_)_AsphaItlc shlngles and felts shall be removed lrttrattthe greatest extent feaS|bIe

(_)_Asphaltlc shlngles and felts that are not mtactrvd)l be rendered non-intact shall be

adequately wet during removahntess-such-wetting-will-create-safety-hazards

{e)(e) Where cutting machines are used in the removasgatic shingles and felts, said

cutting machines shall be equipped with a HEPA uatto capture dust produced by the
cutting processdse-ef€utting machines that are not equipped with a HEB&uum to
capture dust produced by the cutting process shéllbe used inside @ntairedvork area
for which containment sufficient to prevent visilgimissions of fugitive dust to the ambient
air has been established

{eh(f) _Where cutting machines are used in the removasgiatic shingles and feltsaid
euttmgmaehmeme materlalshall beadequatelv wetted throuqhout the cuttlng
proce 2 0
Seeres

{eXag) Dust produced by power roof cutters operating ayregate surfaces shall be removed by
HEPA vacuuming. Dust produced by power roof cattgyerating on non-aggregate, smooth
surfaces shall be removed by HEPA vacuuming omwyging along the cut line.

| (h) Asbestos-containing shingles or felts shall notlimoped or thrown to the ground.

Unless the material is carried or passed to thergtdy hand, it shall be lowered to the
ground by crane or hoist or transferred in dudtitighutes.

(i) Intact asphaltic shingles and felts shall be lowéoethe ground prior to the end of each
work shift. Non-intact asphaltic shingles anddedhall be kephdequatelyvet at all times
while on the roafunless-such-prodare-willcreate-safety-hazardblon-intact asphaltic
shingles and felts shall be placed in an imperngeaflste bag (six-mil thickness) or
wrapped in plastic sheeting (minimum six-mil thieks), sealed with duct tape or the
equivalent and lowered to the ground prior to the ef each work shift.

{g)(]) _For activities that disturb friable ACM, no visibdenissions shall be discharged to the
outside air during the collection, processing, @aikg or transporting of any ACM or
ACWM:os coococn iy cenebe e o

(11) Requirements for Window Painting and/or Repair Work that Result in the
Dlsturbance of Asbestos Contalnlng Glazmg and/or @JIklng Compounds&nsﬁeersen
N ompotnds

reguirements at 453 CMR 6.00.

(a) A work area defined at 310 CMR 7.15(1) shall baleghed that extends outward from the
exterior side of the building or facility where tinendow painting and/or repair work that
will result in disturbance of asbestos-containitegzong and/or caulking compounds is to
take place. Said work area shall be large enongim¢compass all areas where dust, debris or
waste generated during the operation are expeateccumulate and areas where there is a
reasonable possibility that airborne levels of atlgecould be elevated, as well as any area
occupied by equipment.
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(b) Windows, doors and other openings on the sideebthlding where the window
repair/painting work that will result in disturbanof asbestos-containing glazing and/or
caulking compounds is occurring shall be closedenie work is occurring and air
conditioners on the same side of the building shallurned off.

| (c) Tarpaulin or plastic sheeting shall be spread ergtound under the window(s) being

painted or repaired. Said tarpaulin or plasticeting shall extend away from the edge of the

building and to either side of the work area aisight distance to catch any debris generated
by the work operation. Tarpaulin or sheeting shaltleaned of accumulated debris no later

than the end of each work shift.

(d) If the entire sash is to be removed during paintingepair operations, window openings
shall be sealed on the inside of the building witi6-mil thickness polyethylene sheeting in
a manner sufficient to prevent leakage of dustetarid to interior spaces. Where less than an
entire sash is to be replaced, covering and seafingerior surfaces of the sash that
encompasses the area of the panes being workeaypbearperformed in lieu of sealing the
entire sash.

| () Prior to commencing removal or repair of asbestogaining glazing compound or caulk,

the exterior and interior window well and sash argaall be pre-cleaned by HEPA-
vacuuming and/or wet wiping.

| (f) Asbestos-containing glazing compound and caulk slealdequatelyvet with amended
water prior to removal or repair. All pieces ortpdes of glazing compound and caulk shall
be removed using a HEPA vacuum and/or using a weg @ollection method.

(g) The work area, including ground covers and equigngall be cleaned of visible debris at
the end of each workday.

(h) Upon completion of the removal of the asbestosainirtg glazing compound and/or caulk,
the sash and sill areas shall again be cleaned@RAH/acuuming and/or wiped with a wet
sponge or cloth. Polyethylene sheeting (where)usteall be removed from the interior of
the window and disposed of-asbestesontaining-wastACWM in accordance with 310
CMR 7.15(15)-(18)and the window well shall be cleaned by HEPA-weuing and/or wet
wiping.

| (i) All equipment utilized in the work operation shiadl cleaned of visible dust and debris by
HEPA-vacuuming and/or wet wiping prior to remowvarh the work area. Wet wipes shall
be managed assbestesontaining-wasi@CWM.

(1) The tarpaulin or plastic sheeting below the windg)vehall be cleaned of visible dust and
debris by HEPA-vacuuming and/or wet wiping. Dryegping shall not be allowed. Ground
covers that are free of visible debris and dust beye-used or disposed+asptarsolid
wastein accordance with 310 CMR 19.000

(k) Barrier tape may be disposedragutarsolid wasten accordance with 310 CMR 19.000

(I) If disposable protective clothing is used, it sthaldisposed assbestos-washCWM in
accordance W|th 310 CMR 7 15(15) -(18)
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(m)Wetted window caulking and glazing and other ACMIEkhe collected and sealed into a
six6-mil plastic bag that is placed in a leak-tight oner forpreperdisposalas ACWM in
accordance with 310 CMR 7.15(15)-(18)

(n) If anentire sash is to be removed and disposed of as MCWéenthe adequatelwetted sash
shall be removed intact, wrapped in a minimum af tayers ofix6-mil thick polyethylene
sheeting with all joints and seams sealed with thyue.

| (0) At the conclusion of the work, the work site shmlinspected for paint dust or chip debris
and asbestos-containing glazing compound or calitie work area shall be re-cleaned until
no such debris is found.

(p) All waste shall be labeled as ACWM prior to remofram the work area.

(q) Visual elearanedanspectionof the work area requiregly-by 310 CMR 7.1&8) above shall
be conducted by a person who has completed thstasheperations and maintenance
projects worker training specified in 453 CMR 6.00.

(r) _For activities that disturb friable ACM, no ilife emissions shall be discharged to the
outside air during the collection, processing, @ahkg, or transporting of any ACM or
ACWM.

| (12) Requirements for Exterior Asbestos-Containing Cemntitious Shingles, Siding and
Panels

any time during removal or subsequent handling.

(b) Tarpaulin or plastic sheeting shall be spread ergtound under the areas where the
shingles, siding or panels are being removed. @Baghulin or plastic sheeting shall extend
away from the edge of the building and to eithde $if the work area a sufficient distance to
catch any debris generated by the work operafi@rpaulin or sheeting shall be cleaned of
accumulated debris no later than the end of eack sloft.

(c) Openings on the side of the building whereasieestos abatement activities are taking place
shall be closed or sealed with polyethylene shgetimd duct taped in a manner sufficient to
prevent leakage of dust or debris to interior space

(d) Nails securing shingles shall be cut or puttedllow intact shingle removal. Cementitious
asbestos-containing shingles, siding and panelslsheemoved whole and intact to the
greatest extent feasible. Methods likely to brelaikgles, siding or panels during removal
shall not be used.

| (e) Each panel, siding or shingle shalltberoughlyadequatelwetted with amended water
prior to removal.

(H Shingles, siding or panels shall be carefublywéred to the ground in a manner to avoid
breakage.

| () Removed shingles, siding or panels and associatedsdshall be containerized in leak-proof
metal, plastic or plastic-lined drums or boxes capped with double thickness plastic
sheeting gix6-mil minimum thickness each layer) sealed with dape no later than the end
of each work shift.

(h) Uncontained asbestos cement shingles, sidipawels shall not be bulk loaded into a truck,
dumpster or trailer for storage, transport or dsspho
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(i) _For activities that disturb friable ACM, no Wlide emissions shall be discharged to the
outside air during the collection, processing, @apkg or transporting of any ACM or
ACWM.

(13) Work Practice ReguirementsStandardsfor AsbestosOperation-andincidental

Maintenance Projects or Work
The owner/operator of a facility or facility compant where amperation-andhcidental
maintenance project or work is conducted, as define310 CMR 7.15(1), involving the
removal or disturbance asbestos-containing floor tilsheetfloorcoveringyr asbestos-
containing gypsum wallboard/joint compound systeiral ensure that the following general
work practlceceqwqtemeniestandardare met

(a) General Work PracticBeguirementStandarddor eperation-anthcidental mMaintenance
pProjects orv\Work.
Al ; volved | K shib_excluded
oo o lne o o e o L e L e e )
e e e

2.1. Barriers shall be constructed, as necessary, twarthat asbestos-containing dust
released during work activities is contained witthia work area. Glove bags, HEPA-
shrouded tools and mini-enclosures are permittéiéinof constructed barriers.

3.2. ACM shall beadequatelyvetted with amended water before it is disturbed, iashall
be keptadequatelyvet throughout the asbestos abatement activitigsaamtainerized in
accordance with 310 CMR 7. B (ef)(3}.

4.3. Where ACM is being removed, it shall be removednrintact state to the greatest extent
feasible.

5.4. Where power tools are used to cut, chip or abrad&GiV, said power tools shall be
equipped with HEPA-filtered local exhaust attachtaespecifically manufactured for the
tools being used.

6:5. Any friable ACM exposed as a result of the asbeabmement activities shall be
removed or, if in suitable condition, encapsulated.

#6. HEPA vacuuming or wet cleaning shall be used t@d&ninate the work area and any
equipment used in the work operation until all aoels are free of visible debris. The use
of compressed air or dry-sweeping is prohibited.

8.7. HEPA vacuums shall be emptied and decontaminataddardance witd53-CMR
606810 CMR 7.15(7Xd).

9.8. Clearancelnspectiondll surfaces within the work area shall be visuaiigpected for
dust, debris and other particulates resigyuesersens-trained-pursuanid®3-CMR
6-6dn accordance with 310 CMR 7.15(8The work area shall be repeatedly cleaned
until there is no visible debris.
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(b) Requirements for the Removal of Asbestos Floor, Bleeet FloorCoverin@asOperations
andncidentalMaintenance Projects or WorlAny person conducting ancidentaleperation
andmaintenance project or work involving the removidli@or tile-sheetfloerceverings
andrelatedmastics shall presume that said materials consbiestos unless the results from
an asbestos bulk analysis or manufacturer’s spatibins indicate otherwise.

1. General Requirements:
| a. Asbestos floor tilesheet-floorcoverirgandrelatedmastics being removed shall not
be sanded, dry-swept, dry-scraped, drilled, saaedisive-blasted, mechanically
chipped or pulverized during said removal work.

b. All furniture and other movable objects shallrbmoved from the work area before
removal begins. All non-movable objects in the kvarea shall be wrapped or
covered with four-mil (minimum) plastic sheetinBlastic sheet coverings shall be
completely sealed with duct tape or the equivalent.

c. The entire floor surface from which asbestoerflile ersheet-floorcoveringsareto
be removed shall be vacuumed with a HEPA vacuuor psiremoval of the floor tile
or coverings

2. Specific Requirements for Removal of Asbestos Fllata. In addition to the General
Requirements of 310 CMR 7.15(13)(b)1. the followspgcific requirements for the
removal of asbestos floor tile shall also be fokokv
a. Floor tiles shall bedequatelyetted with amended water prior to removal and kept

adequatelywvet throughout the removal process.

b. Floor tiles shall be individually removed by pryingward with hand scrapers or

similar hand-held tools in a manner which minimibesakage. Removal with spud-

bars, ice scrapers or similar implements is praédbi Where tiles do not readily
release from underlying mastic, the removal tooy i@ struck with a hammer to
facilitate release. Floor tiles shall be removedn intact state to the extent feasible.

c. Tile surfaces may be heated with a heat gun or ¢ib&t source to soften the
adhesive and facilitate tile removal. Where heatsed to facilitate removal, the

| wetting of tile specified isection310 CMR 7.15%413)(db){2)2.a. above may be
delayed until after release of the tile from treofl surface.

d. Removed floor tiles and ACWM within the work ardel be promptly cleaned up
and containerized while stdldequatelyvet. Containerized ACM shall be removed
from the work area at least once each working.shifaste not containing

| components with sharp edges shall be containenz&do plastic bags (sbmil

minimum thickness each bag, one inside the othar) metal, plastic or fiber drums
with locking lids. Floor tile with sharp edges asttarp-edged components likely to
puncture the plastic bags specified above shatbnéained in leak-proof metal,
plastic or plastic lined drums or boxes.

e. Following containerization of floor tile and assateid debris, the floor surface shall
be HEPA-vacuumed while still wet and then allowedity.

f. _Immediately after drying, the floor surface shallBEPA-vacuumed again before the

visual mspectlon requwed by 310 CMR 79@({&)—%9—453—@%44;2—6—9@ performed

o

o
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{eXc) Specific Requirements for the Removal or Repamdjestos Containing Gypsum

Wallboard and/or Joint Compound\ny person conducting asperation-adincidental

maintenance project or work involving the removiadjgpsum wallboard and/or joint
compound shall presume that said materials coatbestos unless the results from an
asbestos bulk analysis or manufacturer’'s spedibicatindicate otherwise.

1.

2.

Where removal of sections of gypsum wallboard/@njoint compound is required, said
sections shall be removed intact to the greatdshefeasible.

Where gypsum wallboard and/or joint compoundtrbescut to allow removal or
refitting of sections, only the minimum number ot necessary to accomplish said
removal or refitting shall be permitted.

Manually-operated tools or power tools fittedhAHEPA-filtered vacuum attachments
shall be used for the cutting or resurfacing ofeastis-containing gypsum wallboard
and/or joint compound.

Where manually-operated tools are used for titeng or resurfacing of gypsum
wallboard and/or joint compound, the area beingsball becertinuaty-misted
adequately wettedith amended water during the cutting operation.

Dry sanding of asbestos-containing gypsum walid@nd/or joint compound during
refinishing operations is prohibited; only wet sexgds permitted.

Where holes of one-half inch or less in diamaterto be drilled through asbestos
gypsum wallboard and/or joint compound, the aremempassing the hole shall be
covered with a sufficient quantity of shaving fotmrtatch the generated chips and dust.
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Where holes of greater than one-half inch are tdried, the area being drilled shall be
contindally-mistecadequately wettediith amended water during the drilling operation.

(ﬁ) Alternatw&Non Tradrtronal Asbestos Abatement Work Practice Approvals

(a) A person mav applv to the Department to ut|I|ze N’madrtronal Asbestos Abatement Work

Practices that result in the need to deviate freatien(s) of 310 CMR 7.15 if one or more of

the following circumstances or situations occur:

1.

Demolition of a facility under an order of a statdocal government agency issued

2.

because the facility is structurally unsound andanger of imminent collapse;
Where ACM or ACWM was not accessible for testind aras, therefore, not discovered

until after demolition began and, as a result efdemolition, the material cannot be

safely removed;
Where asbestos abatement activity is conductedm®fan emergency renovation

operation;
Where asbestos abatement activity is conductetbém up and decontaminate a facility

or portion of a facility as a result of:

a. asbestos abatement activities not conducted in kange with 310 CMR 7.15, or

b. ACM deterioration that, if not immediately attendedpresents a safety or public
health hazard;

For a facility that is being renovated, where wetivould unavoidably damage

equipment or present a safety hazard; or

Bulk Ioadlnq ACM and/or ACWM

(b) AlternativeA Non-TraditionalAsbestos Abatement Work Practice Apprevahay-be
grantedat the-Department's-discretion—dingranted shallbe-site/situaticapply to aspecific

facility or facility componentand shall be netransferable.
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(c) The Departmenghall,in its sole discretiononly may-grantAlternativea Non-Traditional
Asbestos Abatement Work Practice Appray#d the extent and for the duration of time
during WhICh the Department is persuaded that d:hemes allowed by the approval will

1. result in no dlscharqe of visible emissions todhe;|de air;

2. keep ACM and ACWM adequately wet until it is plagadl sealed into containers
pursuant to 310 CMR 7.15(15);

comply with all other applicable requirements 00XIMR 7.15; and

be consistent with the requirements of the lawsragdlations cited in 310 CMR

7.15(2)(b).

(d) Any person applying forreAtterrativeNon-TraditionalAsbestos Abatement Work Practice
Approval shall submit an application to the Depanitnron a Department approved form.
The application shall include:

| &1. adescription of the need and justification forreseguirement of 310 CMR 7.15 for

which a deviation is sought;

#2. adescription of eachiternativenon-traditionalwork practice proposed,;

8.3. a demonstration that the deviations from 310 CMES And alternatives proposed will
not cause any visible emissions to the outside ainvalaot pose significant risk to
public health, safety or the environment;

9.4. all required information specified in the applicatiform; and

46.5. any additional information requested by the Departm

(e) The application shall be accompanied by the appléckee and shall be legible. An
incomplete or illegible application will not be @pted or approved and shall not constitute
compliance with these regulations.

@

(15) Asbestos-Containing Waste Material Packaging Redements [NOTFEFO

The owner/operator of a facility or facility compant where any asbestos abatement activity is
conducted shall comply with the following:

(a) Adequately wet ACWM obtained from air cleangguipment or from removal operations.
(b) While adeguatel_wvet contalnerlze and seal the ACWM in Ieak tlgbm:alners

(c) Label the contaln B

following |nformat|on prlnted in Ietters of suffm:nt size and contrast S0 as to be re readily
visible and legible:

DANGER

CONTAINS ASBESTOS FIBERS
MAY CAUSE CANCER
CAUSES DAMAGE TO LUNGS
DO NOT BREATHE DUST
AVOID CREATING DUST
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Prior to June 1, 2015, the containers may be ldbeith the following information in lieu of
the labeling requirements above:

DANGER

CONTAINS ASBESTOS FIBERS

AVOID CREATING DUST

CANCER AND LUNG DISEASE HAZARD

(d) In addition to the warning label requirementa@fied insectior310 CMR 7.15(18k)
above, each individual container and/or package@iVM shall be labeled prior to being
transported off the site of generation with the sashthe waste generator, the location at
which the waste was generated and the date ofagcme

(e) Bulk-loading of ACWM is not permitted without theePartment’s prior approval oha
AlterpativeNon-TraditionalAsbestos Abatement Work Practice Application.

(16) Asbestos-Containing Waste Material Transport Reqgitements

(a) All ACWM shall be containerized pursuant to 330IR 7.15¢615) prior to being
transported.

(b) All ACWM shall be transported in totally encexsvehicles or containers that are designed,
constructed, and operated to prevent spills, leaksmissions.

| (c) All ACWM shall be transported in conformancemERPA-NESHAR Regulations-40 CFR
Part 61 and applicable US Department of TranspontaOSHA and state and local

regulations.

@ Asbestos Contalnlng Waste Materlal Storage and Bposal Requwements{N@IF._EF@

Heelate}gand;.le(qr}ee}a]

(&) The owner/operator of a facility or facilityroponent where any asbestos abatement activity
is conducted shall ensure that all ACWM generatechfany asbestos abatement activity is
properly disposed of at a landfill approved to @tcich material. If within Massachusetts,
such sites must be operated in accordance wittCBAR 19.000. If outside Massachusetts,

| such sites must be operated in accordance withcapfg state and federal asbestos/and
landfill laws and regulations of the receiving stat
(b) ACWM shall be stored only at:
1. Alocation that is an approved refuse trangfran facility permittecbr that is
managing such wasté@saccordance with 310 CMR 19.083pecial\Waste-to-manage
ACWM,; and/or
2. The site of generation of the ACWM while the estbs abatement activity is on-going
and for up tahirty(30) calendar days after completion of the asbesto®at®nt activity
and thevisual inspectiorelearance-moniterintequirements of 310 CMR 7.198) and
453 CMR-6-14(5pare met.
(c) No person shall dispose of ACWM at a locatioat tis not a landfill approved to accept such
material. If within Massachusetts, such sites rbesbperated in accordance with 310 CMR
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19.000. If outside Massachusetts, such sites heugperated in accordance with applicable
| state and federal asbestos/antndfill laws and regulations of the receivingtsta

(18) Waste Shipment Records and Reports

() All ACWMasbestosontaining-waste-materighall be shipped via asbestos waste shipment
records on a Department approved form that incluolgtsis not limited to, the following
information:

| 1. The name, address and telephone number of therewndoperator of the facility or

dumping ground where asbestos abatement activiéies occurred;

| 2. The quantity and type (friable or non-friablétte ACWM asbestosontaining-waste

materialin cubic meters (cubic yards) and a descriptiothefcontainer used for
shipment;

The name, address and telephone number of therpeho conducted any asbestos

abatement activity;

The name and telephone number of the dispdsabgerator;

The name and physical location of the dispasal s

The date transported;

The name, address, and telephone number ofatheporter(s);

Certification by the ownéproperator of the facility or dumping ground wherbestos

abatement activities have occurred/where asbestegewvas generated that the contents

of each shipment have been characterized, package#ied and labeled in accordance

with 310 CMR 7.15;

9. Signature of each transporter confirming thei@ats of each shipment are in all respects
in the proper condition for transport accordin@pplicable international, federal, state
and local regulations;

10. Signature by the receiving disposal facilitpfooning that i) the quantity of
ACWMasbestosontaining-waste-materifisted on the waste shipment record is the

same as the quantity accepted for dispasal ii) it holds appropriate permits and/or
authorizations to accept for dispogdl WM asbestesontaining-waste-materidescribed
on waste shipment records; and

11. Such other information as the Department regutinerein.

(b) If a copy of the waste shipment record, sigogthe ownefreroperator of the designated
disposal site, is not received by the owsseioperator of the facility or dumping ground
where asbestos abatement activities have occuineddtheACWM asbestosontaining
wastewas generated within 35 days of the date the weates the site of origin, the ownher
er-operator of the facility or dumping ground where #sbestos abatement activities have
occurred and/or where tRe&C WM asbestosontaining-waste-materimias generated shall
contact the transporter and/or operator of thegthegéed disposal site to determine the status
of the waste shipment.

(c) The ownefreroperator of the facility or dumping ground where #sbestos abatement
activities have occurred and/or where @WM asbestosontaining-waste-materimias
generated shall report, in writing, to the Deparitria copy of the waste shipment record,
signed by the owngébroperator of the designated waste disposal sitegtiseceived by the
owner-eroperator of the facility or dumping ground where #sbestos abatement activities
have occurred and/or where thR€ WM asbestosontaining-wastavas generated within 45

w

©NO O RA
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days of the date the waste was accepted by thal imé&nsporter. The report shall include the
following information:
1. A copy of the waste shipment record for whiadwoafirmation of delivery was not
received; and
2. A cover letter signed by the owheroperator of the facility or dumping ground
explaining the efforts taken to locate the asbestste shipment records in accordance
with 310 CMR 7.15. Compliance with the foregoiegarting requirements shall not be
| construed to relieve the owrer-operator of the facility or dumping ground of the
obligation to maintain waste shipment records itoagdance with 310 CMR 7.15.
(d) The owner/operator of the facility or dumpinggnd where the asbestos abatement activities
| have occurred and/or where thR€ WM asbestosonbining-wastavas generated shall report,
in writing, to the Department if the waste shipmestord is modified after the date the waste
is accepted by the initial transporter. The repbdll include a description of the amendment
or modification together with copies of the wadt@ment record before and after
amendment or modification.
(e) The owner/operator of the facility or dumpirrgund where the asbestos abatement activities
| have occurred and/or where thRE WM asbestosontaining-wastavas generated, the
transporter, and the owner/operator of the desgghatiste disposal site shall retain a copy
of all waste shipment records, including a copthefwaste shipment record signed by the
| owner-eroperator of the designated waste disposal sitgtflmasftwo years. All such
parties shall furnish upon request, and make avaif@r inspection by Department
personnel, all records required under this section.

(2619) General Enforcement ProvisiongNOTE-TFO-REVAEWERS —enforcementianguage
e e

| In addition to the Department’s enforcement autjarnder M.G.L. ¢.111 §81420M,
M.G.L. c. 21A 816 and other applicable laws andifatipns, the provisions of 310 CMR
7.15 are subject to the enforcement provisionsl6fGMR 7.52.
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